Food Trucks and Trailers Vendor:
•
Vendor assumes responsibility for any damage caused to any UNIVERSITY property by VENDOR’S
patrons or by Vendor, its equipment and/or its activities.
•
The Vendor shall clean the area surrounding the VENDOR’s mobile food apparatus. All areas of
university property shall be left in the same condition as received. Any required repairs shall be
performed in a timely manner at the Vendor’s expense. Vendor must bag all trash and place the bagged
trash in trash receptacles/dumpster.
•

Vendor agrees to provide and abide by the following safety policies:

a.

Generators

i.
Vendor agrees to an inspection of propane lines before any portable mounted cooking
apparatus is put into service.
ii.
time.

Vendor shall be prepared with enough propane for the duration of the agreed upon service

iii.

No generator can be fueled or re-fueled when they are hot.

iv.

Generators must be 10 feet from any propane or gasoline tank, or the apparatus.

b.

Fuel Source

i.

Gasoline cans shall be 10 feet from any source of ignition

ii.
Propane tanks not mounted on vehicles shall be placed 10 feet from any building, tent, or
source of ignition. Tanks shall be secured to a non-combustible stake with non-combustible
iii.

Solid Fuel (wood, charcoal, or other fuel)
Is not stored above any heat-producing appliance or vent.
Is not stored closer than 3 ft. to any cooking appliance.

Is not stored near any combustible flammable liquids, ignition sources, chemicals, and food
supplies and packaged goods.
Is not stored in the path of the ash removal or near removed ashes.
Ash, cinders, and other fire debris should be removed from the firebox at regular intervals and
at least once a day.
Removed ashes, cinders, and other removed fire debris should be placed in a closed, metal
container.
c.

Tents

i.

Tents and canopies must be factory labeled as flame resistant in accordance with NFPA-701

ii.
Tents and canopies shall be anchored with tent stakes, water barrels will not be allowed unless
accompanied by a statement signed and stamped by a licensed engineer stating the water barrels are
equal to staking.
iii.

Erected tent shall be approved by NC State Fire Marshal when tent exceeds 400 square feet.

d.

Safety Equipment

i.

Vendor must provide at least one, working fire extinguisher for the mobile food apparatus

ii.
Vendor shall use UL listed extension cords labeled for outdoor use. Cords shall not be installed
to create a trip hazard or where they can be driven over. Cords shall be 12 gauge (minimum).
iii.

Driving Conditions - All mobile food apparatus must have roadworthy tires

iv.
Wheel chocks shall be used on tires when vehicle is parked. (Wheel chocks (or chocks) are
wedges of sturdy material placed closely against a vehicle's wheels to prevent accidental movement.

